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5. HydroBase Operations

Most of the information provided in the windows in HydroView MPE and RiverPro are stored
and edited in the Hydrologic Database (HydroBase) component of the WHFS. This chapter
describes how these data can be accessed, reviewed, and edited. The windows on the following
pages are used in the operation of HydroBase. Where appropriate, a source window(s) (the
window used to access the featured window) is provided in the background as a reference.

As noted in Chapter 1, this manual addresses some of the basic functional uses of HydroBase -
the routine display, editing, and addition of hydrometeorological data and information. The
manual does not address the functional aspects of HydroBase in detail but provides an overview
of the various screens that can be accessed in order to review or edit data in the database.

Maintenance of the static information in HydroBase is generally the responsibility of
the Service Hydrologist, Hydro Focal Point, or designee. Access to HydroBase
should be limited in the WFO through use of the optional password function in
order to ensure its integrity. Additional information regarding the password function is
provided in the Getting Started section and in the HydroBase Administration
Window.

Note that many of the window options allow making a selection either by using the mouse
(point-and-click) or by using a "hot key" (a one or two key shortcut to performing an operation;
e.g., Ctrl-X can be used to exit from HydroBase). Selections within HydroBase that are not
applicable are greyed-out (e.g., the reservoir information menu selection will be greyed-out if a
forecast point that is not a reservoir is selected on the station listing display).

Active HELP buttons are provided for the Dam Catalog screens only.

Some screens in HydroBase refer to various data codes for some parameters. These
codes are as referenced in Standard Hydrology Exchange Format, Weather Service
Hydrology Handbook No. 1.

Troubleshooting HydroBase

Most errors associated with the use of HydroBase will be displayed in a pop-up window or an
error dialog shown on the screen. Generally, the pop-up window states the nature of the error
(e.g., a date entered in an improper format). The HydroBase application usually continues once
the error is corrected.
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Getting Started

Method One

1)

From the workstation D2D screen, locate the mouse pointer on a dead area (no windows
displayed) and single click the right mouse button. The System Control Menu will be
displayed.

2) Click left mouse button on HydroApps. The Hydrologic Applications Menu will be
displayed.

3) Click left mouse button on Hydro Database Manager in the Hydrologic Applications
Menu. The HydroBase Root Window will be displayed.

Method Two

1) From the D2D display, click on Surface on the Menu Bar.

2) Click left mouse button on HydroApps. A menu will be displayed.

3) Click left mouse button on Hydro Database Manager. The HydroBase Root Window

will be displayed.

Password Function - If the password option is in use, a dialog box will be displayed when
HydroBase is started, requiring that the password be entered before the HydroBase Root
Window is activated. If no password is in use, the error dialog box shown in Figure 9 will
appear instead, reminding the user to set a password. The password is set under the
Setup/Administration option accessed through the HydroBase Root Window.
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Figure 9. HydroBase Root Window
with Password Reminder Message
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Exiting HydroBase

From the HydroBase Root Window, select File (Menu Bar), then Click on Exit.
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HydroBase Windows

The following pages present the various windows used in the operation of HydroBase. A list of

those windows is provided below.

HydroBase Windows
Window Use Page

HydroBase Root Window Starting point to access all operations within

HydroBase 5-7
Preferences Window Customize the display features of the

HydroBase windows 5-9
Add Location Window Add a new location to the database 5-11
Modify Location Window View and edit location data from the selected

station 5-12
Contacts Window View and edit contact data and information

from the selected station 5-13
County/Zone UGC Window View and edit county and zone Universal

Generic Code (UGC) information from the

selected station 5-14
Data Sources Window View and edit data source information (DCP,

Observer, and Telemetry) from the selected

station 5-15
River Gage Window View and edit river gage information and

data from the selected station 5-17
Flood Category Window View and edit flood category definitions for

a selected station 5-18
Impact Statement Window View and edit impact statement definitions

for a selected station 5-19
Flood Damage Window View and edit flood damage statements for a

selected station 5-20
Rating Curve Window View and edit the rating curve for a selected

station 5-21
Unit Hydrograph Window View and edit unit hydrograph information

for a selected station 5-22
Crest History Window View and edit data and information for

historical crests for a selected station 5-23
Low Water Window View and edit data and information for

historical low water occurrences for a

selected station 5-24
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HydroBase Windows
Window Use Page

Benchmark Window View/edit data and information for

permanent survey benchmarks for a selected

station 5-25
Datum Window View and edit data and information for gage

datum (elevation of gage zeros from mean

sea level) for a selected station 5-26
Description Window View and edit general descriptive forecast

point information for a selected station 5-27
Gage History Window View and edit historical gage information for

a selected station 5-28
Publications Window View and edit information about

publications that contain data from a selected

station 5-29
References Window View and edit information about references

that describe where data records from the

selected station are kept 5-30
Reservoir Window View and edit reservoir information from a

selected station 5-30
Dam Catalog Window View and edit information on dams within

the area of interest. 5-34
Dam Catalog Window (Information Display examples of data and information
Examples) available through Dam Catalog 5-35
Dam Catalog Window (Dam Break Display an example of dam break forecast
Information Example) data and information available through Dam

Catalog 5-36
Ingest Filter Window View and edit ingest filter information

(controls the flow of data into HydroBase) 5-38
Quality Control and Alert/Alarm Limits View and edit quality control parameters for
Window data flowing into HydroBase 5-39
Purge Parameters Window View and edit parameters controlling the

storage requirements for observed and

forecast data and products 5-40
Flood Report Window View flood hydrograph information at those

locations that experienced flooding during

the past twelve months 5-42
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HydroBase Windows

Window Use Page

Text Reports Window View E-19 reports, cooperative observer
reports, a sorted station list, a station
classification list, and a service backup list 5-43

Administration Window View and edit program administration
information and set the HydroBase access 5-45
password

Cities Window View and edit city and town reference
information 5-46

Reference Fields Window View and edit the data contributors reference
information (e.g., data sources, measurement
devices, equipment owners, sponsors, and

supporting offices) 5-47

States/Counties/Zones Window View and edit state, county, and zone
reference information 5-48

RiverPro General Parameters Window View and edit various RiverPro parameters 5-49

RiverPro Forecast Groups/Points Window Define forecast groups and order the groups
and their forecast points for tailoring
RiverPro displays and generated products
and to select the primary stage parameter to
use for each forecast point 5-50

Radar Locations Window View and edit information for radars within
the HSA 5-51

Stage II Parameters Window View and edit data and information for Stage
II parameters for selected radars within the
HSA 5-52

Areal Definitions Window View and edit areal definition data and
information for zones, counties, basins, and
reservoirs within the HSA 5-53

Vector Definitions Window View and edit vector definition data and
information for rivers, streams, highways,
and roads within the HSA 5-54

NWR Transmitter Window View and edit NOAA Weather Radio
(NWR) transmitter information 5-55

Time Series Group Configuration Window Customize time series displays for Group
mode 5-56
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HydroBase Root Window - Starting point
including station selection.

to access all operations within HydroBase

Menu Bar File Location

Station = Name

(&
1HD
1N3
1HS
2G4
2GY
2HD
2H5
ZHb
334
3HD9
74
Bu2
Lil2li]
ABGD
ABRD
ACDT
AFTH
AFTV2
ALDR
ALEX
ALRW2
AHIW2
ANAP
ANDL
ANHHZ2
AHHV2
ANP
AOO
APG
ARLG
ASBY2

CHURCHYILLE
RIDGELY AIRPARK
PHILIPSBURG
ELDERSBURG
OAKLAND
SOHERSET
ELKTOH
INDIAH HEAD
LEOHARDTOWH
DOVER-DEL ATIRPARK
HAVRE DE GRACE
BUHPASS

HEH MARKET
SOMERVILLE
ABTHGDON
ABERDEEH
ACCIDENT

AFTON HOUNTATH
AFTON HOUNTAIN
ALEXANDRIA

AL EXAHDRTA
ALEXAHDRIA
AHISSVILLE
ANHAPOLIS
ANMANDALE
ANNAPOLIS
ANMANDALE
ANMAPOLTS ATRPORT
ALTOOHA

ABERDEEN
ARLTHGTOH
ASHBURN

COUNTY ATRP

Text Display - station listing.

(623 Stations)

Filter Options
(Filter by WFO
list, Primary list,
or Secondary list).

RiverGage Reservoir

B e
| y Service BackupE ¥| Show SHEF Post
[ Show SHEF Mo Post

Dam Catalog  Data Ingest Reports Setup  Help |

Basin Stream

State,County

CHESAPEAKE-0 1
CHESAPEAKE-O 1

MD, HARFORD
MD, CAROLINE
Ph, CLEARFTELD
MD, CARROLL
MD, GARRETT
» SOHERSET
MD, CECIL
MD, CHARLES
HD, ST HARYS
DE, KENT
HD, HARFORD
WA, L OUTSA
Y4, SHEHANDOAH
VA, FAUQUIER
MD, HARFORD
MD, HARFORD
MD, GARRETT
Wi, HEL SOH
VA, NELSOH
VA, FAIRFAR
\#, FATRFAR
W&, FATRFAR
VA, RAPPAHANHOCK
MD, AHNNE ARUHDEL
\#, FATRFAR
MD, AHHE ARUHDEL
VA, FATRFAR
HD, AHNHE ARUHDEL
Ph, BLAIR
HD, HARFORD
WA, ARL THGTOH
WA, LOUDOUN

PATAPSCO-03

Y OUGHIOGHEHY-07
¥ OUGHTOGHEHRY
SESQUEHAHNA-06
POTOMAC-05
CHESAPEAKE-01

SUSQUEHAHNA-DG

SHEHANDOAH-16
POTOMAC-05
CHESAPEAKE-O1
CHESAPEAKE-01

¥ OUGHIOGHEHY-07
JAMES-09
JAHES-D9
POTOMAC-05
POTOMAC-05
POTOHAC-05
RAPPAHANHOCK-14
CHESAPEAKE-0 1
POTOMAC-05
CHESAPEAKE-01
POTOMAC-05
CHESAPEAKE-01

CHESAPEAKE-0 1
POTOMAC-05
POTOMAC-05/GOOSE CRE

Sort and Search Utilities
(Sort by Station, Name, or
County; Search by Station ID).

SHEF Display
Options (Show
SHEF Post or Show
SHEF No Post).

Notes:

Due to the large volume of data and information accessible by HydroBase,
data can only be viewed and edited from one station at a time.
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HydroBase Root Window (File selected from the Menu Bar) - Use this selection to define
Root Window preferences and to exit from HydroBase.

RiverGage Reservoir Dam Catalog Data lngest Beports Setup  Help
Select Root Window fiial State,County Basin Stream
preferences or exit X Ctrl+X
P irop
y robase. RIDGELY. AIRPARK HD, CAROLIHE CHESAPEAKE-O1 I

PHILIPSBLRG P#, CLEARFTELD
ELDERSBURG MD, CARROLL PATAPSCO-03
OAKLAND HD, GARRETT ¥ OUGHIOGHEHY 07
SOHERSET . COUMTY ATRP » SOMERSET ¥ OUGHTOGHEHRY
ELKTON MD, CECIL SESQUEHANNA-06
2H5 INDIAH HEAD HD, CHARLES POTOMAC-05
2Hb LEOHARDTOWH HD, 5T HARYS CHESAPEAKE-01
334 DOVER-DEL ATIRPARK DE, KENT
3HD9 HAVRE DE GRACE HD, HARFORD SUSQUEHAHNA-DG
7H4 BUHPASS WA, L OUTSA
Bu2 HEH MARKET A, SHENANDOAH SHEHANDOAH-16
BHB SOHERVILLE VA, FAUQUIER POTOMAC-05
ABGD ABTHGDOM HD, HARFORD CHESAPEAKE-O1
ABRD ABERDEEN MD, HARFORD CHESAPEAKE-01
ACDT ACCIDENT HD, GARRETT YOUGHIOGHEHY-07
AFTH AFTON HOUMTATH Wi, HEL SOH JAHES-09
AFTV2 AFTON HOUNTAIN A, NELSOH JAHES-09
ALDR ALEXANDRIA VA, FAIRFAZ POTOMAC-05
ALER AL EXAHDRTA W, FATRFAR POTOMAC-05
ALRW2 ALEXAHNDRIA \A, FATRFAR POTOMAC-05
AHIV2 AHMISSVILLE VA, RAPPAHANHOCK RAPPAHANHOCK-14
ANAP ANNAPOLIS MD, AHNE ARUHDEL CHESAPEAKE-01
ANDL ANMANDALE A, FATRFAR POTOMAC-05
ANHH2 ANNAPOLIS MD, ANHE ARUHDEL CHESAPEAKE-01
AHHW2 ANNANDALE VA, FAIRFAZ POTOMAC-05
ANP ANMAPOLTS ATRPORT HD, AHHE  ARUHDEL CHESAPEAKE-01
A0 ALTOOHA PA, BLAIR
APG ABERDEEH HD, HARFORD CHESAPEAKE-D 1
ARLTHGT OH A, ARL THGTOH POTOMAC-05
ASHBURH A, LOUDOUN POTOMAC-05/GO0SE CRE

Filter by Service Backup ¥ Show SHEF Post . :
Sort By: Station Station Searc
(623 Stations ) [ Show SHEF No Post

Access this selection from the Root Window by Clicking on File.
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Preferences Window - Use this selection to customize the display features of the
HydroBase windows.

| File. Location River ¢ Reservoir Dam Catalog  Data Ingest Beports Setup  Help
Station  Name State,County Basin Stream

(& CHURCHYILLE MD, HARFORD CHESAPEAKE-0 1
1HD RIDGELY AIRPARK MD, CAROLINE CHESAPEAKE-O 1
1N3 PHILIPSBURG Ph, CLEARFTELD

1HS ELDERSBURG MD, CARROLL PATAPSCO-03

2G4 OAKLAND MD, GARRETT Y OUGHIOGHEHY-07
2GY SOMERSET COUMTY ATRP P#, SOHERSET ¥ OUGHTOGHEHRY
2HD ELKTOH MD, CECIL SESQUEHAHNA-06

2L THNTAM  LUEAD

Pnafemn[:es

Window Title String-———————————
’7J | Handbook V Identifier «| Location name

Fields Included (Select 3)— Sort Criteria—
+| State,County

+| Bazsin

Select preferences. |_)Station

( Mame

«| RiverfStream
 State,County

Cancel

| | anp ANMAPOLTS ATRPORT HD, AHNHE ARUHDEL CHESAPEAKE-01
AOO ALTOOHA PA,BLAIR
APG ABERDEEN MD, HARFORD CHESAPEAKE-D 1
ARLG ARLTHGT OH Wi, ARL THGTOH POTOMAC-05
ASBY2 ASHBURN A, L OUDOUN POTOMAC-05/GO0SE CRE

SortB Station Station Search:

P e
| [Filter by Service Backup ¥ Show SHEF Post

Access this selection from the Root Window by Clicking on File, Preferences.

Notes: The Window Title String selection determines whether the screens viewed in
HydroBase have the station Handbook V Identifier (CHB5 ID) and/or the
location name displayed at the top of the window.

Due to display width restrictions, a maximum of three additional data fields
can be displayed in the main window.
Display lists may be sorted by station ID, by name, or by State, County.
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HydroBase Root Window (Location selected from the Menu Bar) - Use this selection to
add, review, and edit location data for a selected station, including contacts, universal
generic code (UGC), and data sources information.

| File. Location | RiverGage Reservoir Dam Catalog Data Ingest Reports Setup . Help |

State,County Basin Stream

Modify Location... Ctrl+M

Contacts... CUEC " caroLIne CHESAPEAKE-0 1

County/Zone UGC... Ctril+U PA, CLEARFIELD
Sln e Cuui+p | MD:CARROLL PATAPSCO-D3
1= HD, GARRETT ¥ OUGHTOGHENY-07

SOMERGET COUNTY ATRP P#, SOHERSET Y OLIGHTOGHENRY
ELKTON MD, CECIL SESQUEHANHA-06

2H5 INDIAN HEAD HD, CHARLES POTOHAC-05
2H6 LEOHARDTONN HD,ST HARYS CHESAPEAKE-01
33 DOVER-DEL ATRPARK DE, KENT
IHD9 HAVRE DE GRACE HD, HARFORD SUSQUEHANNA-(6
7L BUHPASS A, LOUTSA
auz HEH HARKET A, SHENANDOAH SHENANDOAH- 16
aub SOMERVILLE VA, FAUQUIER POTOHAC-05
ABGD ABINGDOH HD, HARFORD CHESAPEAKE-01
ABRD ABERDEEH HD, HARFORD CHESAPEAKE-01
ACDT ACCIDENT HD, GRRRETT ¥ OUGHTOGHENY-07
AFTH AFTON HOUNTATH A, NELSON JAHES-09
AFTYZ  AFTOH HOUNTATN A, HELSON JAHES-09
ALDR ALEXANDRTA A, FATRFAX POTOHAC-05
ALEX ALEXANDRTA A, FATRFAX POTOHAC-05
ALXVZ  ALEXAHDRIA WA, FATRFAX POTOHAC-05
AMIVZ  AMISSVILLE Vi, REPPAHANHOCK RAPPAHANNOCK— 14
AHAP AHNAPOLTS HD, AHNE ARUNDEL CHESAPEAKE-01
ANDL ANHANDALE A, FATRFAX POTOHAC-05
AHNMZ  ANNAPOLIS HD, AHHE ARUHDEL CHESAPEAKE-01
AHNVZ  ANNANDALE WA, FATRFAX POTOHAC-05
ANP ANNAPOLTS ATRPORT HD, AHHE ARUNDEL CHESAPEAKE-01
£00 ALTOOHA PA, BLAIR
APG ABERDEEH HD, HARFORD CHESAPEAKE-01
ARLG ARLINGTON A, ARLINGTON POTOHAC-05
ASBYZ  ASHBURH A, LOUDOUN POTOMAC-05/GOOSE CRE

Filter by Service Backup ¥ Show SHEF Post : !
Sort By: Station Station Search:
i [7 Show SHEF No Post

Access this selection from the Root Window by Clicking on Location.
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Add Location Window - Use this selection to add a new location to the database. Shown
are the Geophysical and Additional Info screens (both are used to add a new location).

Select Geophysical (this screen) or Additional Info (bottom screen).

Locatian: | XXAKX

HName:

Basin:

Complete as required to add a new location to the database. katlbous)
Elovation:
Copy to New Location is not used for this application. Station Murm:
County fState
Remarks can be used to clarify gage location, for example. e S T A T i

Station Charactoeristics [Viaw=0niy}

Station Type: Data Sources:

" ForecastPoint [ Reservoir T Snow [ Other Dop |7 Observer
I River Data "~ Precipitation T Temp [ Undafined Talemetry

Apply Canael [alate i

Additional Info screen - complete as required to add a new location
to the database.

Hyé
Begin Date: |
Station Type:

«| Post Observed Values

Agency  Office

Setup and Apply Cooperating Agencies - complete to define and
associate additional agencies or offices with a station location.

{0 Cooparators )

Access this selection from the Root Window by Clicking on Location, Add Location.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
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Modify Location Window - Use this selection to view and edit location data from the
selected station.

Page ] Geophysical Copy to New Location

Select Geophysical (screen

shown) or Additional Info | - Geographic/Physical

(same screen as shown for | : : : : :

Add Location Window). | foeaion | [Inactive [ 'Revise:
| Mame: |

Copy to New Location allows

saving the data selectedtoa | Basin: Detail:

new station ID without using |

the Add Location Window. Lat/Lon: [3¢ 02 | 3 Network:
Elevation: ] HSA:

Station Mum:

County/State HARFORD, MD
Time Zone: ESTHEDT (Eastern Standard &i Daylight)

Remarks

AIRPORT

Station Characteristics (WView—0Only)

Station Type: Data Sources:
7| Forecast Point | Reservoir [T Snow  «| Other | Dep v| Observer
| River Data +| Precipitation | Temp | Undefined | Telemetry

I Apply I Cancel Delaete |

To delete a
location, Click on
Delete and respond
to the confirmation
prompt.

Access this selection from the Root Window by Clicking on Location, Modify Location.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
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Contacts Window - Use this selection to view and edit contact data and information from
the selected station.

Sequence Contact Phone

Select contact to view
information (as shown
below).

View and edit contact
information.

Cohcerns:

Click New to add a new record or
Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on Location, Contacts.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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County/Zone UGC Window - Use this selection to view and edit county and zone Universal
Generic Code (UGC) information from the selected station.

Select Counties or Zones
(available and selected
information will be displayed
below).

Use Add, Delete, or Clear to
modify the selected counties
or zones for the selected
station. Delete will delete
the highlighted Selected
county or zone. Clear will
delete ALL Selected
counties or zones.

Selection | Counties|™

Zones

Available Selected

007
019
025
033
035
057
077

095

BARBER £ W 013 BRYAN
CHAUTAUQUA o€

CLARK

COMANCHE | Delete

COMLEY
FORD ’ Clear
HARPER

HASKELL
KIHGHAN

Access this selection from the Root Window by Clicking on Location, County/Zone UGC.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
This information is used by the product formatter, RiverPro, when assembling
UGCs for the product header.
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Data Sources Window - Use this selection to view and edit data source information (DCP,
Observer, and Telemetry data source types) from the selected station.

First Mamna:

View and edit information.

IfLast Mame: L. E. Hibbard

Information such as observer
home telephone number, SSN,
source cost, and rate are normally
optional and are often left blank.

mms: | PHONE Tagk No:
:| S8E — Rate: | 0.00 CD=404:

Recip: | WFO OUN —

Report:  BACKUP: ALS0, TOMMY THORNTON — POLICE 81

| Close Delote

Observer Screen

Type | Telemetry —

General

Reporting Fraquency

Reporting Fr
Griteria

Criteria

Apply | Close Delate Apply
DCP Screen

Telemetry Screen
Access this selection from the Root Window by Clicking on Location, Data Sources.

Notes: To delete a data source, Click on Delete and respond to the confirmation
prompt.

Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
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HydroBase Root Window (RiverGage selected from the Menu Bar) - Use this selection
to view and edit river gage-related information and data from the selected station.

AHIW2
ANAP
ANDL
ANHHZ2
AHHV2
ANP
AOO
APG
ARLG
ASBY2

Reservoir

i Crest History...
wy Low Water ...

| Benchmark...

i Datum...

HEH M Description...
SOHER
ABTHG

HBERD Publications...

Gage History...

References...

AFTON HOUNTAIH
ALEXANDRIA

AL EXAHDRTA
ALEXAHDRIA
AHISSVILLE
ANHAPOLIS
ANMANDALE
ANNAPOLIS
ANMANDALE
ANMAPOLTS ATRPORT
ALTOOHA
ABERDEEH
ARLTHGT OH
ASHBURH

unty
Ctri+T

PRD
Ctrl+l “INE
Ctil+F FIELD
Cirl+N "t

TT

BET
Gtrl+5 -

_ES
G+l \pys
Ctri+B

JRD
Ctrl+Jd s

Ctrl4+K *NDOAH
ITER
Ctil+G .

Ctrl+P kD
T

Ctl+E ||

VWA, NELSON

VA, FATRFAR

Vi, FATRFAX

VA, FATRFAX

Vi, RAPPAHANHOCK

HMD, AHHE ARUHDEL

Vi, FATRFAX

HD, AHHE ARUHDEL

VA, FATRFAR

HD, AHHNE ARUNDEL

Ph,BLAIR

HD, HERFORD

Vi, ARLTHGTOH

VA, L OUDOUH

Filter by Service Backup ¥ Show SHEF Post

( 623 Stations )

[" ' Show SHEF No Post

Dam Catalog

Data Ingest Reports Setup  Help

Basin Stream

CHESAPEAKE-0 1
CHESAPEAKE-01

PATAPSCO-03

¥ OUGHIOGHEHY 07
¥ OUGHTOGHEHRY
SESQUEHANNA-D6
POTOMAC-05
CHESAPEAKE-O1

SUSQUEHAHNA-D6

SHEHANDOAH-16
POTOMAC-05
CHESAPEAKE-01
CHESAPEAKE-01

Y OUGHIOGHEHY 07
JAMES-09
JAHES-D9
POTOMAC-05
POTOMAC-05
POTOMAC-05
RAPPAHANHOCK-14
CHESAPEAKE-0 1
POTOMAC-05
CHESAPEAKE-01
POTOMAC-05
CHESAPEAKE-O1

CHESAPEAKE-0 1
POTOMAC-05
POTOMAC-05/GOOSE CRE

Sort By: Station Station Search

Access this selection from the Root Window by Clicking on River Gage.
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River Gage Window - Use this selection to view and edit river gage information and data
from the selected station. Shown are the Geophysical and Additional Info screens (both are
used to view and modify river gage information and data).

Select Geophysical (this

screen) or Additional Info Page | Goophysical |
(bottom screen) Additional Info
-~ Geographic/Physical
Stream: | | Select physical
Kons —_ —— = ' element to be used
View and modify geophysical S IR ] (Not a Fo st| in the HydroView
information and data. Drainage Area: Displays and in
R e : Primary Stage/Flow Physical Element RiverPro for
THE FLOOD STAGE AND vGtlesl ) i i variables such as
ACTION STAGE VALUES Flood Stage: | _ | <ObsStg> and
MUST BE PROVIDED AS | Adtion Stager <SpecFcstStg>
THEY ARE IMPORTANT FOR e :
BOTH HYDROVIEW AND sl = - i Use Latest Foracast When
RIVERPRO Thrashold Bunoff: | Computing Maximum Forecast Value | Select checkbox to
[FRAIAS include data from
A FORECAST POINT GROUP latest forecast time
ASSIGNMENT MUST BE series only

MADE FOR THE STATION
TO BE CONSIDERED FOR
RIVERPRO

| Dalate

Page ndditim—.m Info — |

Infarmation

Period of Record: [10/64—9/86, 10/88— USGS No: [0
LatfLon Source: US -91 & 9-19 Bankhull:
Level: USGS - 4/11/89 Check Bar: |
Vertical Datum: /D 1929 Pool: |
Rated:

View and modify additional BEDGIELT

information and data Tidal Effact:

Backwater:

Delete

Access this selection from the Root Window by Clicking on RiverGage, River Gage.

Notes: To delete a record, Click on Delete and respond to the confirmation prompt.
Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.

The Use Latest Forecast When Computing Maximum Forecast Value
checkbox is point-specific. It was moved from the Setup/Riverpro General
Parameters menu option.
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Flood Category Window - Use this selection to view and edit flood category definitions for a
selected station.

Flood Category - BLUOZ - BLUE

Categories

View and edit flood category
stage and discharge
definitions.

THIS INFORMATION IS OF Stﬂg e Disc I,."-_.'".':;Je

PARTICULAR
IMPORTANCE TO
RIVERPRO

Major: | 36.0 | 44000

Moderate: . 24.0| 42700

Minor: : 21.0 | 42400

I Ok I Cancel | Delete

Access this selection from the Root Window by Clicking on RiverGage, Flood Category.

Notes: To delete a record, Click on Delete and respond to the confirmation prompt.
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Impact Statement Window - Use this selection to view and edit impact statement definitions
for a selected station.

e
Impact Statement - BLUOZ - BLUE

Select the stage. The stage

s Begin: End: Tendency:
characteristics and < V
associated impact statement 01/01 12/31 RISING
to view and edit will be 01/01 12/31 RISING
displayed below. 01/01 12/31 RISING

01/m 12/31 RISING
01/m 12/31 RISIHG
01/01 12/31 RISING

Characteristics

View and edit stage
characteristics and impact Stage: e Begin (Seasonal): | January =
statement. Impact

statements are included for TendencY; YDt End (Seasonal): I December ™ il
each incremental stage .

increase. Season definitions
can be January - December;

however, seasonal impacts Impact

may be included if areas 'VALLEY-WIDE FLOODING WILL EXTEND FROM NW TO SE BRYAN COUNTY, WHERE
such as parks are more THE BLUE RIVER EMPTIES INTO THE RED RIVER. UPSTREAM IN SE JOHNSTON
affected by lower stage levels COUNTY, FLOODING WILL BEGIN MANY HOURS BEFORE THE GREST TIME AT THE

at various times of the year. GAGE NEAR BLUE. DOWNSTREAM NEAR WADE, FLOODING MAYLINGER FOR DAYS.
ARMSTRONG WILL SEE LIFE-THREATENING FLOWS AT DEPTHS NEAR 5 FEET
AND PROBABLE DESTRUCTION OF HOUSES AND BUSINESSES. HIGHWAYS
CLOSED WILL INCLUDE: US 7© WEST OF BLUE (EAST OF DURANT); SH 48
NEAR ARMSTRONG; 70E NEAR WADE.

I Ok I Apply Cancel I New Delete I Print All Save to File

Click New to add a Click Print All to make a hard
new stage and copy of stage characteristics
associated impact and impact statement for all
statement to the stages.

database.

Click Delete to Click Save to File to save the
delete stage/impact stage/impact statements for all
statement from the stages to a separate file.
database.

Access this selection from the Root Window by Clicking on RiverGage, Impact Statement.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
The impact statements are included directly in the phrases generated by the
product formatter, RiverPro.
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selected station.

Flood Damage Window - Use this selection to view and edit flood damage statements for a

Select the stage. The
associated flood damage
statement to view and edit
will be displayed below.

View and edit flood damage
impact statement. Impact
statements are included for
each incremental stage
increase.

Stage Display Statement

46.00 TOP OF LEVEE - CADDO STATE FISH HATCHERY MEAR ARMSTRONG #

44.20 14 ocT 1981- $100K DAMAGES IN ARMSTRONG: RESID. & COMMERC.
44.19 10/14/81 - CLOSED: SH 48 M OF DURANT & 70E MR SMITH-LEE
44,00 CRITICAL STAGE - US HHY 70 NR BLUE (EAST OF DURANT)

21.00 OFFICIAL FLOOD STAGE - RURAL ROADS & AGRICULTURAL LAHDS

Statement

Stage: 46.00

Display: P OF LEVEE — CADDO STATE FISH HATCHERY NEAR ARMSTRONG

Damage: Near top of levee, GCaddo state fish hatchery near
Armstrong.

I Apply I Cancel New I Delete

Click New to add a new
stage and associated
impact statement to the
database. Click Delete
to delete stage/impact
statement from the
database.

Access this selection from the Root Window by Clicking on RiverGage, Flood Damage.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
This information is not included in phrases generated by the product formatter,
RiverPro. It is for internal use.
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Rating Curve Window - Use this selection to view and edit the rating curve for a selected
station.

The rating curve can be Flood: 0.0 Record: 21.7
edited from the table at the
right of the curve. Negative . 1000.0

stage values can be entered. 10.0 15000

1.7 9100.0

Shift

Click within the graphical
display area to display cross-
hairs (values for stage and Add
flow from the intersection of 5

the cross-hairs are provided ! d Modify
at the top of the display).

The blue horizontal line
references the record stage
and the red horizontal line
references flood stage.

[3500,0

Ok Apply Cancel Delete
|

Deletes the
rating curve
from the
database.

Access this selection from the Root Window by Clicking on RiverGage, Rating Curve.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
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Unit Hydrograph Window - Use this selection to view and edit the unit hydrograph
information for a selected station.

l Unit Hydrograph — ARBO2 — ARBUCKLE DAM

station (Delete with confirmation). FCKH1 1001

FCKH1 1001

1000.
1100.

Area I Dur Ord Discharge
View amd gty ot g . FCKH1 1001 1 100.0 !
iew and modify uni rograph information.
y unithiydrograp FCKH1 1001 2 200.0 -
The window opens with a display of all unit FCKHI1 1001 3 300.0
hydrograph records that exist for the selected ; : ;
station in the Hydro Database. Individual records i 1001 4 anu -1
may be edited, added, and removed within the FCKH1 1001 5 500.0
display without physically updating the database. FCKH1 1001 b 600.0
When the OK, Apply, or Delete button is clicked, ;
the Hydro Database is updated to reflect the FCKN1 1001 ? 700.0
current contents of the display (OK or Apply) or to FCKH1 1001 (] 800.0
delete all unit hydrograph records for the selected FCKH1 1001 q 9onn.n
L] 0
1 ]

—

Use Add, Modify, Import, and Remove to add a
new record, modify a selected record, import new
records from a file, or remove a selected record in
the above display of unit hydrograph records for
the selected station.

Access this selection from the Root Window by Clicking on River Gage, Unit Hydrograph.

Notes: Click OK to incorporate all changes in the list of unit hydrographs list for the selected
station and close the window. Click Apply to incorporate the changes and keep the
window open. Click Cancel to cancel all changes made to the list without updating the
database. To delete all unit hydrograph records for the selected station, Click on Delete
and respond to the confirmation prompt.
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Crest History Window - Use this selection to view and edit data and information for
historical crests for a selected station.

Historical crest information
can be entered, edited, or
deleted using the tabular 1071471981

section of the window. 0700

20:00
.00

A stage highlighted in the
tabular section will also be
highlighted in the graphical
section of the window.
Clicking on a data point in
the graphical display will
also highlight the stage in 40

the tabular display. eyt

UNDEF

Horizontal lines and data
point colors on the graphical
display indicate - major flood
(purple), moderate flood
(blue), minor flood (red) and
action level (yellow).

Observation basis
definitions - Old Datum
(based on different input
data), High Water (data from
high water mark), Ice Jam
(crest result of ice jam),
Preliminary (crest not
verified), and Suppress
Printed Display (suppress
data in Text Report E-19

crest history printout). _l _l _l _l _l

Filter options include All (all Sort options Click New to add a new
data points displayed), include Stage, record or Delete to delete a
Above Action Stage (only Date, and Flow. selected record.

data points above the action
level are displayed), Below
Action Stage (only data
points below the action level
are displayed).

Access this selection from the Root Window by Clicking on RiverGage, Crest History.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate changes
and keep the window open. Click Close to close the window (does not automatically
incorporate changes).

Select New to enter data. This will clear the display of elements.

Modifying the elements and selecting Apply or OK will update the selected record - it will
not create a new entry. Use New for a new entry.

This information is used by RiverPro to generate product phrases.
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Low Water Window - Use this selection to view and edit data and information for historical
low water occurrences for a selected station.

View and edit information. Date

The window lists historical 09/14/1990
08/01/1964

low flow stages (feet) and
associated discharge (cubic
feet per second).

Information
Stage: Date:
09/14/1990

MNotes:

NO FLOW AT TIMES IN MOST YEARS

I Apply I Cancel I MNew I Delete

Click New to add a new record
or Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on RiverGage, Low Water.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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Benchmark Window - Use this selection to view and edit data and information for
permanent survey benchmarks for a selected station.

Highlight a benchmark and Number Elevation

edit below.
EEETS 189.000

Information

Number: Elevation:
Description:

IMark on third pier of bridge crossing Highway 146
(this is an example only)

| I Ok - I Cancel I New I Delete I

Click New to add a new record
or Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on RiverGage, Benchmark.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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Datum Window - Use this selection to view and edit data and information for gage datum
(elevation of gage zeros from mean sea level) for a selected station.

;'é?thggf’;; datum entry and Date Elevation
10/01/1988 995. 000
11/09/ 1965 1000. 000
Information
Date refers to date when the Date: Elevation:

initial datum was used.
Elevation is in feet MSL of
the gage zero.

10/01/1988 995,000

| Apply I Cancel I New I Delete |

Click New to add a new record or
Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on RiverGage, Datum.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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Description Window - Use this selection to view and edit general descriptive forecast point
information for a selected station.

View and edit descriptive
information for the river

gage.

Proximity describes the
proximity of the station to the
actual physical location of
the forecast point (Above, At,
Below, In, Near, Undefined).

Divert describes any known
diversions near the gaging
location.

Regulation describes control
structures upstream of the
gaging location that impact
flow.

Topography describes the
topography along the river
reach.

Other descriptors are self-
explanatory.

BELOW

Proximity: | IN =

NEAR

Stream Bed{ yyppr 4ND GRAVEL
Divert: STATE TROUT HATGHERY AND GITY OF DURANT WATER SUPPLY PUMPS

Remarks: |

Freezing: SELDOM AFFECTED

NEAR HWY 69 NORTHEAST OF DURANT, DOWNSTREAM THROUGH ARMSTRONG
IWARD WADE

Regulation:

'SEE USGS 7-1/2 MIN TOPO MAP: BLUE, OKLA. GHANNEL STRAIGHT FOR

Topography: “ciup DISTANGE US & DS, SKEWED TO BRIDGE; STEEP BANKS

Cancel

Delete

Access this selection from the Root Window by Clicking on RiverGage, Description.

Notes:

To delete a record, Click on Delete and respond to the confirmation prompt.
Click OK to incorporate changes and close the window.
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Gage History Window - Use this selection to view and edit historical gage information for a
selected station.

Select entry to view

information (as shown Tvype Owner Begin End
below).

TRAMSDUCER UsSGS 10702/ 1988 080971989
MAHOMETER USGS ra ‘1978 097307 1986
MAHOMETER USDA ra 1976 07/07/1978
STAFF USDA ra ‘1961 01,01/1978
HMAHOMETER USDA ’ ‘1961 0170151978
CREST-S5TG USGS 40371988

Informati
View and edit gage history FESTERGHSH

?ri?r;mation for selected Type: I TRANSDUCER m— Begin: 160/02/1988
Owner: I UsSGS — End: ©8/09/1989
Maint: I USGS =i

Location

IEQUIPMENT EVALUATION TEST: PRESSURE
TRANSDUCER ATTACHED TO CAMPBELL CR10 DATA
LOGGER, CONNECTED TGO SM192 STORAGE MODULE.

I Apply I Cancel I MNew I Delete |

Click New to add a new record or
Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on RiverGage, Gage History.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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Publications Window - Use this selection to view and edit information about publications
that contain data from the selected station.

Select a publications entry to .
view information (as shown Beqgin End
below).

10/01/1988

10/01/1964 09/30/1986

. o Information
View and edit publications

inf tern . =
eny, setected Begin: 10/01/1988

Location: USGS — WRD OK

I Apply Cancel | New I Delete |

Click New to add a new record or
Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on RiverGage, Publications.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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References Window - Use this selection to view and edit information about references that
describe where data records from the selected station are kept.

Reference
USGS — MATER RESOURCES DATA FOR OKLAHOMA, AHNUAL THRU WY—1991
Select reference to view USGS - FORM 9-197, STATION DESCRIPTION, 2/21/90
information (as shown USCE - OH 500-1-6, MATURAL DISASTER PROCEDURES UMDER FL &

beIOW) MHS — HS FORM E-19, REFORT OF RIVER - GAGING STATION,
: HHS — (M5 FORH 531-5) REPORT OF RIVER — GAGING STATION, 9

iUSGS — WATER RESOURGES DATA FOR OKLAHOMA, ANNUAL THRU WY—1991

Apply Cancel New Delete |
[ .

Click New to add a new record or
Delete to delete a selected
record.

Access this selection from the Root Window by Clicking on RiverGage, References.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.

Select New to enter data. This will clear the display of elements.

Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
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HydroBase Root Window (Reservoir selected from the Menu Bar) - Use this selection to
view and edit reservoir-related information and data from the selected station.

Station

(&
1HD
1N3
1HS
2G4
2GY
2HD
2H5
ZHb
334
3HD9
74
Bu2
Lil2li]
ABGD
ABRD
ACDT
AFTH
AFTV2
ALDR
ALEX
ALRW2
AHIW2
ANAP
ANDL
ANHHZ2
AHHV2
ANP
AOO
APG
ARLG
ASBY2

Name

CHURCHYILLE
RIDGELY AIRPARK
PHILIPSBURG
ELDERSBURG
OAKLAND
SOMERSET COUMTY ATRP
ELKTOH

INDIAH HEAD
LEOHARDTOWH
DOVER-DEL ATIRPARK
HAVRE DE GRACE
BUHPASS

HEH MARKET
SOMERVILLE
ABTHGDON
ABERDEEH
ACCIDENT

AFTON HOUMTATH
AFTON HOUNTAIH
ALEXANDRIA

AL EXAHDRTA
ALEXAHNDRIA
AHISSVILLE
ANHAPOLIS
ANMANDALE
ANNAPOLIS
ANMANDALE
ANMAPOLTS ATRPORT
ALTOOHA
ABERDEEH
ARLTHGT OH
ASHBURH

MD, HARFORD

MD, CAROLINE

Ph, CLEARFTELD
MD, CARROLL

MD, GARRETT

P#, SOHERSET

MD, CECIL

HD, CHARLES

HMD, ST HARYS

DE, KEHNT

HD, HARFORD
Wi, L OUTSA

Y&, SHENANDOAH
VA, FAUQUIER

MD, HARFORD

MD, HARFORD

MD, GARRETT

i, HEL SOH

WA, NELSON

VA, FAIRFAZ

i, FATRFAR

VA, FATRFAR

VA, RAPPAHANHOCK
HD, AHNE ARUHDEL
A, FATRFAR

MD, ANHE ARUHDEL
VA, FAIRFAZ

HD, AHMHE ARUHDEL
PA,BLAIR

HD, HARFORD

WA, ARL THGTOH
WA, L OUDOUN

Filter by Service Backup =¥ Show SHEF Post

[ ( 623 Stations )

[ Show SHEF No Post

Basin

Setup  Help

Stream

CHESAPEAKE-0 1
CHESAPEAKE-01

PATAPSCO-03

¥ OUGHIOGHEHY 07
¥ OLUGHTOGHEHRY
SESQUEHAHNA-06

POTOMAC-05

CHESAPEAKE-01

SUSQUEHAHNA-DG

SHENANDOAH-16

POTOMAC-05

CHESAPEAKE-01
CHESAPEAKE-01
YOUGHIOGHEHY 07

JAHES-09
JAHES-09
POTOMAC-05
POTOMAC-0S5
POTOMAC-05

RAPPAHANHOCK—-14
CHESAPEAKE-0 1

POTOMAC-05

CHESAPEAKE-01

POTOHMAC-05

CHESAPEAKE-01

CHESAPEAKE-01

POTOMAC-05

POTOMAC-05/GOOSE CRE

Sort By: Station Station Search:

Access this selection from the Root Window by Clicking on Reservoir.

HYDROBASE OPERATIONS 5 - 31



WHFS Operational User’s Guide and Training Manual, WHFS Rev. 5.2.2 March 2003

Reservoir Window - Use this selection to view and edit reservoir information from the
selected station. A station is a reservoir station primarily by virtue of filling out this window.

i . . Associate this Reservoir with a Dam in Dam Catalog
Select information to modify.

Information

The reservoir can be

associated tO a particular Mame: LUGERT/ALTUS LAKE Uses: «] Flood Control

dam through Dam Catalog Impound Date: m‘ [ Hydroelectric

by C/icking on Associate s ﬂ [ Low Flow Augmentation
this Reservoir with a Dam - [~ Mavigation

in Dam Catalog. By Type: | CONCR_EART — ' Recreation

Clicking on this option, the Owner: USBR  — | Water Supply
screen shown below

appea.rs- once an Elevations
associated dam has been

identified (the dam ID will be Max Surcharge: | 1564.0 Flood: | 1562.0]
e e e o [MEE]

display information regarding sill: | 1547.0 Conservation: 1559.0
i Reservoir: | 0.0 Dead: 1517.5

Cancel Delete

Search for Dams

Search for an associated dam within a Perform a Name Search:  ALTUS/LUGERT DAM LUGERT/ALTUS LAKE
defined area or by name. When using
a name search, type in name in ALL Dam Id State  Name(s)
E 457 99 18 00
CAPS E 99 18 00 4 | LAKE ALTUS
99 16 00
. . 9 53 00 99 17 00 3 LAKE ALTUS
Note: There is no link between the Ws300 99 1800 ok 0 RES, LAKE ALTUS
P . M3 m 99 19 00
reservoir |r:|fo.rmat|on and Dam Qatalog. e B e R —
The associations must be established 306 0 99 17 12
. 2 99 32 4 1 0.2 /
by the designated WFO HydroBase EEE AxS o s Wi
database manager through Reservoir. e a1

99 20 42
99 16 36
99 11 24
99 11 24 4 OEHOHAME 065002

Clear Cancal

Access the top screen from the Root Window by Clicking on Reservoir, Reservoir.

Notes: To delete a record, Click on Delete and respond to the confirmation prompt.

HYDROBASE OPERATIONS 5 - 32



WHFS Operational User’s Guide and Training Manual, WHFS Rev. 5.2.2 March 2003

HydroBase Root Window (Dam Catalog selected from the Menu Bar) - Use this
selection to access the Dam Catalog application.

File Location RiverGage BReservo Setup  Help

Station  Name Do Cateled o Stream

(& CHURCHYILLE MD, HARFORD CHESAPEAKE-01
1HD RIDGELY AIRPARK MD, CAROLINE CHESAPEAKE-D 1
1N3 PHILIPSBURG Ph, CLEARFIELD

1HS ELDERSBURG MD, CARROLL PATAPSCO-03

2G4 OAKLAND MD, GARRETT Y OUGHIOGHEHY 07
2GY SOMERSET COUMTY ATRP P#, SOHERSET ¥ OUGHTOGHEHRY
2HD ELKTOH MD, CECIL SESQUEHAHNA-06
2H5 INDIAH HEAD MD, CHARLES POTOMAC-05

ZHb LEOHARDTOWH HD, ST HARYS CHESAPEAKE-01
334 DOVER-DEL ATIRPARK DE, KENT

3HD9 HAVRE DE GRACE HD, HARFORD SUSQUEHAHNA-06
74 BUHPASS WA, L OUTSA

Bu2 HEH MARKET Y4, SHENANDOAH SHENANDOAH-16
Lil2li] SOMERVILLE VA, FAUQUIER POTOMAC-05

ABGD ABTHGDON MD, HARFORD CHESAPEAKE-01
ABRD ABERDEEH MD, HARFORD CHESAPEAKE-01
ACDT ACCIDENT MD, GARRETT ¥ OUGHIOGHEHY-07
AFTH AFTON HOUNTATH i, HEL SOH JAMES-09

AFTV2 AFTON HOUNTAIN VA, NELSOH JAHES-D9

ALDR ALEXANDRIA VA, FAIRFAR POTOMAC-05

ALEX AL EXAHDRTA \#, FATRFAR POTOHMAC-05
ALRW2 ALEXAHDRIA W&, FATRFAR POTOMAC-05
AHIW2 AHISSVILLE VA, RAPPAHANHOCK RAPPAHANHOCK-14
ANAP ANHAPOLIS MD, AHNNE ARUHDEL CHESAPEAKE-01
ANDL ANMANDALE \#, FATRFAR POTOMAC-05
ANHHZ2 ANNAPOLIS MD, AHHE ARUHDEL CHESAPEAKE-01
AHHV2 ANMANDALE VA, FATRFAR POTOMAC-05

ANP ANMAPOLTS ATRPORT HD, AHNHE ARUHDEL CHESAPEAKE-01
AOO ALTOOHA Ph, BLAIR

APG ABERDEEN HD, HARFORD CHESAPEAKE-01
ARLG ARLTHGTOH WA, ARL THGTOH POTOMAC-05
ASBY2 ASHBURN WA, LOUDOUN POTOMAC-05/GOOSE CRE

Filter by Service Backup = ¥ Show SHEF Post
| (623 Stations ) [ Show SHEF No Post

Access this selection from the Root Window by Clicking on Dam Catalog.
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shown below.

Dam Catalog Window - Use this selection to view and edit information on dams within the
region of interest. The initial dam catalog window (damcat) with a filtered list of dams is

B

List of dams using search
filter below. Use View to
view dam information, Edit to
make changes to the dam
information, Add to complete
a blank template, and Delete
to delete a selected dam
from the data base.

— List of Dams which meet the criteria below

Use Search/Filter Criteria to
select dam(s) to view, edit,
or delete. Information that
can be viewed or edited
includes General
Information, Physical
Dimensions, Reservoir
Information, Agency
Information, and Dam Break
Information (dam break
model output).

Select the required search
criteria, then Click Apply
Filter. The dam(s) that meet
the criteria will be displayed
above.

Use Trim Database to
selectively delete dams from
the database (state-by-state
basis).

Dan ID Hame River Town State County Lat Long WFD RFC Hazard
0K10301 ROBERT £.KERR LOCK A ARKANSAS RIVER REDLAND 0K SEQUOYAH 35.35 5478 TEATUR H
0K10304 MEBBERS FALLS LOCK A ARKANSAS RIVER MEBBERS FALLE 0K HUSKOGEE 35.55 95.17 TSATUR H
0K10305 M.D.HAYD LOCK AND DA ARKANSAS RIVER ARKHOHA 0K LE FLORE 35.31 94.56 TSATUR H
0K10309 KEYSTOHE LAKE ARKANSAS RIVER SAND SPRINGS 0K TULSA 36.15 96.25 TSATUR H
0K20309 KAW ARKANSAS RIVER PONCA CITY 0K KAY 36.70 96.92 OUN TUR H
0K21620 TULSA RIVER PARKS ARKANSAS RIVER 0K TULSA 36.1296.99 TEATUR L
0KZ2217 HILBERT KLIWGER ARKANSAS RIVER 0K 0SAGE 0.00 0.00 TSATUR L
View ‘ Edit | Al Delete Unselect All | Number of Dams: ?
— Search/Riter Criteria
B B Contained within the area
ID: i Name: | = =
Latitude: | to |
Downstream Town: | Longitude: | to |
County: |ADAIR j State: |OHIO 1 River: |AQUILLA CREEK j
ALFALFA i ARBECA CREEK
ALLEN ] OREGON ] |
Hazard ~ [pGY RFC: [ANR = WFO: ABG: Albuguertue, NM =
Level: ) gy ATR ABR: Aberdeen, SD
SIGNHIFICANT CIH AFC: Anchorage, AK
(Rt (187 (7 Malch ALL Criteia ) Match ANY Criteria Clear Filters
— Sort Criteria

Sort list by the following field:

(7 ID _)Hame _River _)State/County

Ezit

Trim Database Help

Access this selection from the Root Window by Clicking on Dam Catalog, then on OK in the

Running Dam Catalog Dialog Box.

A list of Dam Catalog Field Definitions (used in this window and in dam information windows

on the following page) is provided in Appendix B.

Notes: Click on the Help button for additional information.
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Dam Catalog Window (Information Examples) - Displayed below are examples of data
and information available through Dam Catalog when selecting View or Edit.

Dam Break. Information

General Information Phrysical Dissersioms Rewervoir nfonmation Agency Information Dam Birsake. Information
10 OK2ZH1T  Hame: HILBERT KLINGER

Genersd Infurmation

Langm (feat): |0 Structorsl Height (feat): |88

Haight (feat): |0 Hyirtic Haight {feat): [0

Viskume: {ublc yands )i iym 1D Height (feet: |[ﬂ
Spitwary nfoenaton

Spiweay Type: || Spituay Wit (Jeet): |0

Lock infomation

Ve of Locks: || Locks Length (Teet): |1 Loncks With {feat): [0

Hexl S ekt owr |
v Do [ e it =

Physical Dimensions

General Infoemation Physical Dissersiom Peerveir Informalion _ Agency Informaion
W05 ORZZ21T  Hewme: HILBERT KLINGER
tewm: | WILRERT ELINGER
Ol ||
Latituse: |00 Loegtude; 100 Seclion, T Parre: | 50 To500 RISEIN
River: [AREARGAS RIVER. tate: lm___i'
Mon-Toberal dowm localisd Cowly: [DAAGE
el prperty: 2 e [
cvnar Type: [FRRATE county g i3
cramer:[JLBERT KLINGER
: T || Py B
STONE WATER SUMPLY
TIMBER CHIE TAILINGS
ACH
1
] 7]
Wear Complnind: (1968
Emengoncy Action Man: |NO Iotentid azand Downiresn: (LOW
Frase | nspection: Vo3 {5 We Liust leespection Date: ||
Proviens | Mt | s | Dot | Oear
D | bam | Dam I [ | Page ! G | e
General Information
= |
General Information Physical Disserrsiors Peserveir Informalien | Agency Informaion D Bk Informaion
10; OKZ2217  Hamme: HILBERT KLINGER
M Sloroge (acre-feet): 530 Surtace frea (ocres): (35
M Ocheryn (o 1/ 2. [ - RSP
Morwsal Stongge (acre- feet): |50
Fresvian Hexl S ekt owr |
ME Do Dam Doy Fage: 2 e

Generl Informaton Phrysical Dissssrsioms Revervoir infonmalion Agency Informaton Dam Break. Information

0; OKIME e WEBBERS FALLS LOCK AND DAM 16

Weather Fansas! Office: I;‘MM@:

tver forvcat comter: 108

Frmary Sourcs 10: (0518

prary source: [ Dute: g1

slale Regutatary: | DRFE

Soppbemental Fusral Soorcu: i;nmmwum

Dute:[J2-07- 130

foier T8 3% 0 P I
4 lupu:nm’:lﬂmkloﬁ&

: US ARMY
Oparatien: U3 AIR FORCE

Cramer: U5 AIR FORCE

Feersl
ey U3 ARMY
Other: U3 AIR FORCE

CEET TSN CESSETY TR

_f

B . I
[ Agancy IS ARMY
F

Reservoir Information

R
R E

Agency Information

Access these selections from the Root Window by Clicking on Dam Catalog, then, after

selecting dams, on View or Edit.

Notes:

Click on the Help button for additional information.
The General Information screen will always be displayed first; for other selections,
Click the appropriate button across the top of the screen.
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Dam Catalog Window (Dam Break Information Example) - Displayed below is an
example of dam break forecast data and information available through Dam Break.

[~

Downstream information.

Dam break forecast
information, based on model
output.

Click on View Another
Forecast to see model output
results from different model
runs or different models, if
available. When using View
Another Forecast, the dialog
box shown at the right will
appear and other model
options can be selected.

__) General Information __) Physical Dimensions

ID: OK10304  Mame: WEBBERS FALLS LOCK AND DAM 16

__) Reservoir Information

__JAgency Information (% Dam Break Information

— Downstream Point Information

Name: ‘EWEBBERS FALLS

Distance from Dam (miles): |5.00

Channel Slope: |6.00
Invert Elevation {feet): |i

— Viewing Forecast 1 of 1
AT DAM LOCATION:

Peak Flow f Time: ‘39731 95.00

(cfs) { (minutes) |“59'w

Estimated Breach Width: |s
tfesty |BI800

Peak Depth / Time: ‘;]_Zﬂ |“u.uu
tfeet) / fminutes) |© -

AT DOWHSTREAM LOCATION:

Estimated Fail Time: |{5.60
{minutes) I©

Peak How [ Time:

{cfs) f (mihutes) ‘3199957'00 |j].l]l]

Travel Time (minutes) E=——————e
from Dam to City/Town: |2 IS

Peak Depth 7 Time: “54_37 |h.75
(feet) / (minutes) |© -

FIMPLE DAMBREAK,

Food Depth ! Time: |3 |
(feet) f (minutes) 1 -

MODEL RUN INFORMATION:

Descriplion:

Summer 1997

Forecast Basis / Time: ‘31_15_1997 |§m_15_1997
(MM-DD-YY¥Y)
Model Run Type / Time: [ o
(type) 7 (MM-DD-¥¥¥Y) ‘;SIMF'LE DAMBREAK |;’IZ 15-1997
Soloction: |[SMPDBK
Clear Delete Save View Another
Forecast Forecast Forecast Forecast = e
1 Cancel Help
Pravigg i Save Delete Clear
fran frannr ‘ Dam ‘ Dam ‘ Page ‘ ey ‘ L=l ‘

Access this selection from the Root Window by Clicking on Dam Catalog, then, after selecting
dams, Clicking on View or Edit, then Clicking on Dam Break Information.

Notes: Click on the Help button for additional information.

Simple Dambreak is set as the default model for dam break forecasts.
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HydroBase Root Window (Data Ingest selected from the Menu Bar) - Use this selection
to view and edit ingest filter, QC/alert/alarm limits, and purge parameters (parameters that
control data flows into and data storage in HydroBase).

File location RiverGage Reservoir Dam Catalog Datalngest | Reports Setup  Help

: I t Filter...
Station  Name State,County -—ng—es—l—e—'-———-—-—i Stream

QC/Alert/Alarm Limits...

CHURCHVILLE WD, HARFORD el

RIDGELY AIRPARK HD, CAROL INE i
PHILIPSBURG PA, CLEARFIELD
EL DERSBURG MD, CARROLL PATAPSCO-03
OAKLAND HD, GARRETT ¥ OUGHTOGHENY-07
SOMERGET COUNTY ATRP P#, SOHERSET YOLIGHTOGHENRY
ELKTON HD, CECIL SESQUEHANHA- 06
INDIAN HEAD HD, CHARLES POTOHAC-05
LEOHARDTONH MD,ST HARYS CHESAPEAKE-01
DOVER DEL ATRPARK DE, KENT
HAVRE DE GRACE HD, HARFORD SUSQUEHANNA-06
BUMPASS A, LOUTSA
HEH HARKET A, SHENANDOAH SHENANDOAH- 16
SOMERVILLE WA, FAUQUIER POTOHAC-05
ABINGDOH HD, HARFORD CHESAPEAKE-01
ABERDEEH HD, HARFORD CHESAPEAKE-01
ACCIDENT MD, GRRRETT YOUGHIOGHENY-07
AFTON HOUNTATH A, NELSON JAHES-09
AFTON HOUNTATH A, HELSON JAHES-09
ALEXANDRTA VA, FATRFAX POTOHAC-05
ALEXANDRTA A, FATRFAX POTOHAC-D5
ALEXANDRTA A, FATRFAX POTOHAC-05

AMIVZ  RMISSVILLE VA, REPPAHANHOCK RAPPAHANNOCK- 14

AHAP AHHAPOLIS MD, AHNE ARUNDEL CHESAPEAKE-D1

ANDL AHHANDALE A, FATRFAX POTOHAC-05

ANNMZ  ANNAPOLIS HD, AHNE ARUHDEL CHESAPEAKE-01

ANNVZ . ANNANDALE WA, FATRFAX POTOHAC-05

ANP ANHAPOLTS AIRPORT HD, AHNE ARUHDEL CHESAPEAKE-01

A00 ALTOONA PR, BLAIR

APG ABERDEEN HD, HARFORD CHESAPEAKE-01

ARLG ARLINGTON A, ARLINGTON POTOHAC-D5

ASBYZ  ASHBURN YA, LOUDOUN POTOHAC-05/GOOSE CRE

Filter by Service Backup = ¥ Show SHEF Post . _
i Sort By: Station Station Search: :
I (623 Stations ) [ Show SHEF No Post

Notes: The use of the windows presented in the Data Ingest pull-down menu is
station-independent. (A station does not have to be selected prior to selecting
a window; however, some windows require the selection of a station before
viewing or editing data and information.)
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Ingest Filter Window - Use this selection to view and edit ingest filter information (controls
the flow of data into HydroBase).

X X T e R e e e e L e e
Select station location and

physical element to view and Location PE Dw TypeSlc Ext Rank Master OFS  MPE e
edit (as shown below). o ——r 0 w7 1T JEE R

I |]||3 PL RZ T Fitter By: | | Location [ TypeSrc
Use Filter Parameters to il | 0u3 PP lﬂﬂl R2

filter the displayed list by ||| e X e

location, physical element, e b
service type, and switches
(master, OFS, or MPE).

I

1

1

1

M3 7 RZ 1
DH3 ™ R2 1
D3 (1) R2 1
DH3 g RZ 1
W3 us R2 1
1

1

1

1

1

OH3 RC RZ
{1k} : RZ
1HD PC RH
1HOD 5D RH
1HD SH RH

Set Switches for All Listed Above | |

Selected ltem

View and edit data ingest Location: | BW3 E Physical Element:
filter information. 1

P4 Atmospheric Pressure {*’ TypeSource Rank: | 1st ™
Duration: Instantaneous (0] P pC Precip Accunulotor |

| :
PD 3-hour Press Change ¥| Master Switch

et e i3 e i i i I
TypeSource: |Nonspecific Observed (RZ) ™= | | PE Press characteristic l [ OFS Input Switch

PL Sea Level Pressure

Bxtremum: Null Character (Z) = PH Prob Heas Precip ": [ MPE Input Switch

E ok [ Apply Cancel New

Click New to add a
new record or Delete
to delete a selected
record.

Access this selection from the Root Window by Clicking on Data Ingest, Ingest Filter.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
Entries are automatically added to the data ingest information by the SHEF
decoder as new data sets are processed by the WHFS.
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Quality Control and Alert/Alarm Limits Window - Use this selection to view and edit
quality control parameters for data flowing into HydroBase.

T RRRRRRRRRRRRRRRANAAApABRBBBEBBEEBERRRBRBEBBEEBLDBBBEERLBLpRr—N—_BtBCBBBBBBBbBLNARRBRBBRRBRRBRBRRBRRARAANDCAARRCRCRDRBRDRDRDRDRDDRDRDRDRDRDRDRDR
Quality Control and Alert/Alarm Limits

Limits

Select the list to display

(default limits or location List: [ Default Limits — Filter By: [~ PhysElem

limits).

Notes:
1) Changes to non—ROC limits take effect when SHEF decoder restarted.
2) Individual check is not performed if the limit value is not defined.

Select station location and/or

Ph}’Sica' element to view and 3) If limits defined for location, default limits not considered
edit (as shown below). even if location limits are undefined.
Use Filter Parameters to Gross Reasonable Rate Of Alert Alarm
filter the displayed list by Location PE Dur Stat  End Min Max Min Max Change  Limit ROC  Limit ROC
location or physical element. 1006 01/01 12/31 0.0 40.0

1008 01/01 12/31 0.0 40.0

1012 01/01  12/31 0.0 40.0
1018 01/01  12/31 0.0 50.0
PP 2001 01/01  12/31 0.0 50.0
PP 2007 O01/01 12/31 0.0 200.0
PP 3001 01/01 12/31 0.0 300.0

Limits For Selected ltem
View and edit Limits

\ ! . ; Physical Element: Quality Control Limits:
information for the selected : T — . o
- Gross Range: !

PR Precip Rate

Duration: 1 Day (2001) =" PT Precip Type ;
Reasonable Range: : ;

Q4 adjusted Discharge
a7 QB Runoff Depth =
Start MM/DD: | 01/01 OC Runoff volume Rate Of Change (ROC): . UnitsfHour

. QD Conol Divers. Dschrg
End MM/DD: .12/31 QE Flou Diverted Alert/Alarm Limits: Alert Alarm

OF Discharge Velocity
QG Generation Discharge
QI Inflow Discharge

QL Discharge Rule Curve

[0]3 Apply Cancel

Click New to add a new
record or Delete to delete
a selected record.

Access this selection from the Root Window by Clicking on Data Ingest, QC/Alert/Alarm
Limits.

Notes: Click OK to incorporate changes and close window. Click Apply to incorporate
changes and keep the window open.
Select New to enter data. This will clear the display of elements.
Modifying the elements and selecting Apply or OK will update the selected
record - it will not create a new entry. Use New for a new entry.
When the actual range check is performed, a location-specific range is used if
it exists for the location/physical element/duration combination; otherwise, the
default range for the physical element/duration is used.
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Purge Parameters Window - Use this selection to view and edit parameters controlling the
storage requirements for observed and forecast data and products.

Select observed and forecast data table to view
and edit Days/Hours to Keep (edit hours as . .
shown below, number of days are calculated). Table Mame Days/Hours to Keep Time Field Mame

Observed and Forecast Data Purge Parameters

agricul tural 15/ 0 360 hrs) obstine
curprecip 84 hrs) obstine
discharge 15/ 0 360 hrs) obstine
dpaadapt /0 ( 24 hrs) obstine
evaporation 15/ 0 360 hrs) obstine
ground 15/ 0 ( 360 hrs) obstine

lcurprecip 84 |
I Update

Select product ID to view and edit Versions to Versions Latest
Keep (as shown below). Product Id to Keep  Product Time Posting Time

Product Purge Parameters

DDCPHSDDC 3 1998-10-26 16:18:58 1998-10-26 16:20:58

DDCQPSDDC 1998-10-26 10:05:30 1998-10-26 10:20:30
DDCRR3DDC 1998-10-26 15:36:33 1998-10-26 15:37:33
DDCRR6DDC 1998-08-25 21:45:00 1998-08-25 21:47:28
DDCRR?DDC 1998-10-26 18:00:50 1998-10-26 18:03:50

3
5
0
3

DDGPNSDDG | |
I Add I Update

ok

Access this selection from the Root Window by Clicking on Data Ingest, Purge Parameters.

Notes:

Use Add to insert new Purge Parameter data and information, use Update to
apply any changes, and use Delete to delete the highlighted records from the
database.
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HydroBase Root Window (Reports selected from the Menu Bar) - Use this selection to
view flood and text reports in the database.

File location RiverGage Reservoir Dam Catalog Datalngest Reports Setup  Help

: iR t
Station  Name State,County M——I Stream

lext Reports...

CHURCHYILLE MD, HARFORD
RIDGELY AIRPARK MD, CAROLIHE CHESAPEAKE-D1
PHILIPSBURG » CLEARFTELD
ELDERSBURG MD, CARROLL PATAPSCO-03
OAKLAND MD, GARRETT ¥ OUGHIOGHEHY-07
SOMERSET COUMTY ATRP » SOHERSET Y OUGHTOGHEHRY
2HD ELKTOH MD, CECIL SESQUEHAHNA-06
2H5 INDIAH HEAD MD, CHARLES POTOMAC-05
ZHb LEOHARDTOWH MD, ST HARYS CHESAPEAKE-01
334 DOVER-DEL ATIRPARK »KENT
3HD9 HAVRE DE GRACE MD, HARFORD SUSQUEHAHNA-DG
74 BUHPASS »LOUTSA
Bu2 HEH MARKET » SHENANDOAH SHEHANDOAH-16
Lil2li] SOMERVILLE » FAUQUIER POTOMAC-05
ABGD ABTHGDON MD, HARFORD CHESAPEAKE-01
ABRD ABERDEEH MD, HARFORD CHESAPEAKE-01
ACDT ACCIDENT MD, GARRETT ¥ OUGHIOGHEHY-07
AFTH AFTON HOUNTATH »NELS0H JAMES-09
AFTV2 AFTON HOUNTAIN » MELSOH JAHES-D9
ALDR ALEXANDRIA »FALRFAR POTOMAC-05
ALEX AL EXAHDRTA » FATRFAX POTOMAC-05
ALRW2 ALEXAHDRIA » FAIRFAR POTOHAC-05
AHIW2 AHISSVILLE » RAPPAHANHOCK RAPPAHANHOCK-14
ANAP ANHAPOLIS MD, AHNE ARUHDEL CHESAPEAKE-01
ANDL ANMANDALE »FATRFAX POTOMAC-05
ANHHZ2 ANNAPOLIS MD, AHHE ARUHDEL CHESAPEAKE-01
AHHV2 ANMANDALE »FALRFAR POTOHMAC-05
ANP ANMAPOLTS ATRPORT MD, AHHE ARUHDEL CHESAPEAKE-01
AOO ALTOOHA ,BLAIR
APG ABERDEEN MD, HARFORD CHESAPEAKE-01
ARLG ARLTHGTOH +ARLTHGTON POTOMAC-05
ASBY2 ASHBURN »LOUDOUN POTOMAC-05/GOOSE CRE

Filter by Service Backup = ¥ Show SHEF Post : .
Sort By: Station Station Search:
( 623 Stations ) [ Show SHEF No Post

Access this selection from the Root Window by Clicking on Reports.

Notes: Text reports can be saved or printed (see Text Reports Window).
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Flood Report Window - Use this selection to view flood hydrograph information at those
locations that experienced flooding during the past twelve months .

. . Reporting Period | Month to Date ™
Select reporting period -

year-to_date’ month-to-date’ Location Crest Flood Stg 7§J
[
the last twelve months, or ELECTRA ELAE k) Binll
. FARRIS FRS0Z 43.00 43.0
any one month in the last GUTHRIE GTRO2 32.07 130
twelve months. HEADRTCK HEAO? 633.00 12.0

HRHOZ 1411.00 14.0
976.00 26.0
Locations with flooding will SEILING

be displayed in the list. Click
on a location to display the

hydrograph. Use cross-hairs | |G SHPOZ
to display stage information
from the hydrograph. UNGER uncoz

Save Events to File... Delete Event

Details for Selected Event

S q . AboveFS:
Significant times are relative

to flood threshold and
maximum stage.

BelowFS: 18 Dec 2800 08:41 Z

Compute Latest Data
Select Save Select Delete Select Refresh
Events to File Event to Data to update
to make a delete a flood sequence
copy of the selected for the selected
event records record. location.
to a separate
disk file.

Access this selection from the Root Window by Clicking on Reports, Flood Report.

Notes: Data and information are available for the number of months retained in the
floodts table as defined in the Purge Parameters Window (see page 5-40).
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Text Reports Window - Use this selection to view E-19 reports, cooperative observer
reports, a sorted station list, a station classification list, and a service backup list.

Rapoet | Sorted Sistion Lint ™ | Sort By |Lecation kd —

HSA: OUN

Rpoet [~ 10 ummmary)

AT IOBAL

Pnpoet [Hi= 444 (Comparativn) —

AT IOBAL

B-44A (Cooperative) Service Backup

Access these selections from the Root Window by Clicking on Reports, Text Reports.

Notes: Use scrolls to display entire report.
Reports are read-only. Changes to data or information cannot be made.
Use Report pull-down menu to access the different reports.
Reports can be printed or saved to a specified file.
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HydroBase Root Window (Setup selected from the Menu Bar) - Use this selection to
view and edit various HydroBase reference data and information applicable to the entire
HSA.

|
| File Location RiverGage Reservoir Dam Catalog Datalngest Reports Setup | Help

Station  Name State,County Basin Stream Administration... I

Cities...

1H0 RIDGELY AIRPARK MD, CAROLTHE CHESAPEAKE-01 Beferohes Fiolds
H3 PHILIFSBURG Ph, CLEARFIELD S
s ELDERSBURG D, CARROLL PATAPSCO-03 | States/Counties/Zones. ..

264 OAKLAND MD, GRRRETT YOUGHIOGHEHY-07 e

269 SOMERSET COUNTY AIRP » SOMERSET YOUGHI OGHENRY RiverPro Eeneral Parameters...
2H0 ELKTON D, CECTL SESQUEHAHHA-6
2H5 IHDIAN HEAD MD, CHARLES POTOMAC-05

2H6 LEOHARDTOHH MD,ST HARYS CHESAPEAKE-01 Radar Locations...

334 DOVER-DEL ATRPARK DE, KENT o

MDY HAVRE DE GRACE HD, HARFORD SUSQUEHAHNA-D6 Stage |l Parameters...
7H4 BUHPASS VA, LOUISA

BH2 HEW MARKET W, SHEHANDOAH SHEHAHDOAH- 16
8u8 SOMERVILLE VA, FRUQUIER POTOMAC-05 Vector Definitions...

HBGD HRBIHGDOH MD, HARFORD CHESAPEAKE-01 .

ABRD ABERDEEH HD, HARFORD CHESAPEAKE-01 NWR Transmitter Towers...

RCDT BCCIDENT D, GRRRETT YOUGHIOGHEHY-07 — - 7 _

AFTH AFTON HOUNTAIN \th, HELSO0H JAMES-09 TimeSeries Group Configuration...
BFTV2  AFTON HOUNTATH \h, HELS0H JAMES-09 | B e
ALDR BLERAHDRIA A, FAIRFAR POTOMAC-05

BLER BLERAHDRIA VA, FRIRFAR POTOMAC-05

ALRY?  ALERAHDRTA A, FATRFAR POTOMAC-05

BMIV2  AMISSVILLE WA, REPPAHANNOCK RAPPAHANHOCK- 14

HHAP BHHAPOLIS MD, ANNE ARUNDEL CHESAPEAKE-01

AHDL AHHANDALE Wk, FATRFAR POTOMAC-05

EHHMZ  BHMAPOLIS D, ANNE ARUNDEL CHESAPEAKE-01

BHNV2  AHNANDALE VA, FAIRFAR POTOMAC-05

HHP AHHAPOLTS ATRPORT MD, ANNE ARUNDEL CHESAPEAKE-D1

ROO BLTOOHA PA, BLAIR

HPG HRBERDEEH D, HERF ORD CHESAPEAKE-01

HRLG ARLTHGTOH W, ARLTHGTON POTOMAC-05

ASBY2  ASHBURN VA, LOUDOUN POTOMAC-05/G00SE CRE

RiverPro Forecast Groups/Points...

Areal Definitions...

Filter by Service Backup = ¥! Show SHEF Post . _
Sort By: Station Station Search:
( 623 Stations ) [ Show SHEF Mo Post

Access this selection from the Root Window by Clicking on Setup.

Notes: The use of the windows presented in the Setup pull-down menu is station-
independent (a station does not have to be selected prior to selecting a
window).
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Administration Window - Use this selection to view and edit program administration
information and to set the password for accessing HydroBase.

View and edit information.

Name, Station, Statio
HSA No., Region, No

(Region No.), and phone |
refer to hydrologic focal point
(e.g., Service Hydrologist).

Ten Year and One Year refer

to E19A report dates.

niD, Name

Station

Station Id

HSA Mo.

CD-404 refers to the order Begion: - Password

form for paid observers.

No.:

Enter the password used for controlling access
to HydroBase. All blanks indicates no password
is in effect. There is only one password for all
HydroBase users.

Access this selection from the Root Window by Clicking on Setup, Administration.

Notes:

This information is station-independent.
The Name/Station/Station Id/Region must be filled out for RiverPro to start up.
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Cities Window - Use this selection to view and edit city and town reference information.

Cities
Select a city/town to view City State Lat Lon Precedence Pop
information (as shown ARNETT AR 35 54 00 94 02 00 2

below). ASHDOHN AR 33 40 28 94 07 34

AVOCA AR 36 24 00 94 04 23
BARLING AR 35 19 31 94 18 00
BASHE AR 3% 19 00 94 26 0O
BEATY AR 3o 27 00 94 31 00
BELLA VISTA AR 36 28 05 94 17 40
BEH LOMOND AR 33 50 04 94 D6 54
BEHTOHVILLE AR 36 22 08 94 12 17
BEHTOHMVILLE BRANCH J AR 36 20 0O 94 07 0O
BEHTOMVILLE HUHI ARP AR 36 21 00 94 13 00

Precedence refers to city or
town designation (1 or 2)
shown in Display
Precedence.

Y M P PR e
== = = R = I () [ e R e R e Y e Y

P P P P

Information

View and edit city
information for the selected
entry.

City: State: Lat: Lon:

BELLA VISTA 36 28 05 | 94 17 40

Cities (1) ~edence: Population:

Towns (2) =

I Ok I Add I Update I Delete

Click on Add, Update, or Delete to add a record,
modify an existing record, or delete a record.

Access this selection from the Root Window by Clicking on Setup, Cities.

Notes: This information is station-independent.
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Reference Fields Window - Use this selection to view and edit the data contributors
reference information (e.g., data sources, measurement devices, equipment owners,
sponsors, and supporting offices).

Select the field to view and

edit.
Field: | Coop Communications r— Add

The data field to the right of
the window lists all Update
contributors for the selected
field item (not all Delete UHKHOWH
contributors are shown).

Add, modify, or delete a
contributor.

Access this selection from the Root Window by Clicking on Setup, Reference Fields.

Notes: This information is station-independent.
The above field items are attributes of other windows in HydroBase. The
values defined in the Reference Fields Window serve to constrain the
allowable values of these fields as they appear in other HydroBase windows.
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States/Counties/Zones Window - Use this selection to view and edit state, county, and
zone reference information.

Counties
Select state, county, and/or Name State  County S FIPS WFO Primary Secondary
" A | 2345670901234567890 1234 noc FHD Doc
zone record(s) to view (as Alabono ® 007 b  om o
shown below). | R s o @ me o om
Californio 0 033 DoC KKK
Color odo ;! Co L 035 IcT OUH Doe
Connec Licut
District of Colubio KS HARFER oarz 1cr HRK X
D] o e K5 HASKELL L e HHK K
Florida K5 KINGHAH 95 poc FHD ouH 4 KINGF ISHER
Georgla K! LABETTE 099 Icr HEK KKK oK LOGAH
Guon + HEADE 19 DOC KKK KX PAYNE
Howaii 0K BECKHAH
r State County FIPS WEO W 22 HASHITA |
Add, edit, or delete SEHATS s ek 57 fl ooc | State Num_Description
’ ? DG | District of Colum Service Backup Primary: QUN |' Secondary: XXX 0K| 16 | CUSTER
record(s). oo e 20 ok [N

Add Updmu Dnlnh'l I Add Updﬂu Delete Add Update Delete

I Close

Access this selection from the Root Window by Clicking on Setup, States/Counties/Zones.

Notes: This information is station-independent.
States/Counties/Zones must first be defined here. Once they are defined,
they are then eligible to be assigned as attributes to individual points
elsewhere in HydroBase.
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RiverPro General Parameters Window - Use this selection to view and edit various
RiverPro parameters.

Edit RiverPro
configuration
parameters - look
back hours for
observed data, look
forward hours for
forecast data,
missing data codes,
and expiration
default hours for
products.

e
RiverPro General Parameters

Time—5pan Parameters

Number of Lookback Hours for Observed Data: 51

Number of Lookforward Hours for Forecast Data: 336

String to Use for Missing———————

Data Value: MSG
Stage Category: MSG

Data Time: MSG

Default Number of Hrs Before Expiration of —

RVS: 124
FLS: 12

FLW: 112

I Update

Access this selection from the Root Window by Clicking on Setup, RiverPro General Parameters.

Notes: This information is station-independent.
Use the Update button to record any edits.
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RiverPro Forecast Groups/Points Window - Use this selection to define forecast groups
and to order the groups and their forecast points for tailoring RiverPro displays and
generated products.

RiverPro Forecast Groups/Points

Group Id MName Order
Select the forecast group to ;
edit the order of groups for NEWGRP | HEH GROUP 1 5
RiverPro displays and 03CHIKAS CHIKASKIA RIVER 6

pI'OdUCtS. J250T5T J2s 50 Q TEST 7
HCANRYUP H CAHADIAN RVR (UPR) 10
HCAHRVHI H CAMADIAN RYR (HID) 1
HCANRVLO H CANADL&H RYR (LOM) 12
CACHECR CACHE CREEK 20

Click Apply FcstGroup to
record any edits.

Selected Forecast Group

Group Id: Name: Order:

. — Apply
NCANRVUP N CANADIAN RVR (UPR) o | FcstGroup

Ordering of Forecast Points within the Forecast Group

Select the forecast point to
edit the order of the point

within the forecast group. Point Id Name
i i HDHO2 HOODHARD
Click Apply FcstPoint to SET0? SETILING

record any edits.

Order:
: Apply
U FestPoint
I Add Group Delete Group

| Use to add a new group or to delete a selected group. |

Access this selection from the Root Window by Clicking on Setup, RiverPro Forecast Groups/Points.

Notes: This information is station-independent.
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Radar Locations Window - Use this selection to view and edit information and data for
radars within the HSA.

Radar Locations

] I f Num MName State Latitude  Longitude
$<felect r?darto V'ﬁw Hakefield WA 36 59 02 00 26 112. 82.
i ?rma ion (as shown Bisnarck HD 46 45 00 45 00 0. 82.
below). State College PA 40 55 23 00 13 2405. 82.

HHS Corpus Christi X : 30 00
Philadel phia PA : 4 24 39
Dover AFB (DoD) DE : 23
Blacksburg VA 26
Sterling VA 40
Hoor ehea: ty K 1 4 : 34

e e e e
e e D O

Parameters for Selected Radar

View and edit radar
information.

Radar Id: Latitude:

Add, modify, or delete g Longitude:

records.
Elevation:

Tower Heigh

Access this selection from the Root Window by Clicking on Setup, Radar Locations.

Notes: This information is station-independent.
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Stage Il Parameters Window - Use this selection to view and edit information and data for
Stage Il parameters for selected radars within the HSA.

Select radar to view BE

information (as shown

below).

FDR
IHX
TLX
VYHX

View gages used in Stage Il
processing for selected

radar.

Edit and update gage list.

All radars using the selected
gage are displayed.

ACDO2
ACHO2
ACIT2
ADS02
AKCK1
ALGO2
ALLO2

View and edit Stage |
parameters for the selected

radar.

Scroll to view all Stage Il

parameters.

Max Radar Precip for QC (mm):

Radar ID Mame

Dodge City
Frederick (DoD)
Inola (Tulsa)

Twin Lokes (0kla Cty)
vance AFB (DoD)

Gages for Selected Radar

Gage ID MName

ARCADIA LAKE
APACHE

ARCHER CITY (HR)
ADA AIRPORT (H)
ARKANSAS CITY
ALTUS IRRIG RES STA
ALLEN

General Parameters

Processing Method: Standard —

[ Perform Variance Calcs

[ Perform AP Removal

KS
(114
Ok
0K
(114

Latitude
35 38 54

Stage Il Parameters for Selected Radar

500

Stage Il Parameters

State Latitude

37 45 39
34 21 44
36 10 30
35 19 59
36 44 27

Default

No

No

Min Precip to Display (mm): .25 | 0.25

500

Parameters for Assumption of Zero—Precip

Longitude

99 58 08
98 58 35

95

33

53

97 16 40
98 07 40

Longitude
97 21 47

Create Updated
Gage List for
Selected Radar

Review Create
Gage List Log

Radars using
Selected Gage
FDR
IHX
TL®
PTH

Gage Time —Distribution Parameters

[ Perform Time Distribution

Max Num Gages to Use:

No

3 5

Max Gage Duration (hrs): 5 5

Value

Update

Default

Access this selection from the Root Window by Clicking on Setup, Stage Il Parameters.

Notes:

This information is station-independent.
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Areal Definitions Window - Use this selection to view and edit areal definition information
and data for zones, counties, basins, and reservoirs within the HSA.

Select the area location type T |
and the area to view ! -
information (as shown . Counties

below).

NumPts refers to the number

of latitude and longit
pairs used to define
outline of the area.

Basins

okzo0| Reservoirs
Alfalfa

View and edit area
information.

Use Edit File to edit

and longitude pairs that

define the outline of
selected area.

;ﬂ: oK2007 Grant

0oKZ008 Kay

oK2009 Ellis

0K2010 Hooduward

oKz2011 Hajor

oKz012 Gar field

Data for Selected Area

latitude

the

Use Review Import Log to Import/Export Operations

view dates of changes to the -
Import{Export File: Import File
into Database

data files.

zones. dat

Export Database
Info into File

Interior
Lat Lon

36 48 42 99 40
36 43 18 98 50
36 46 47 98 21
36 47 46 97 50
36 50 17 97 06
36 12 55 99 42
36 26 50 99 17

23
34
54
02
29

36 19 39 98 33

36 21 39 97 44

Longitude:

I Review Import Log

NumPts
14
52
7

I Delete

Access this selection from the Root Window by Clicking on Setup, Areal Definitions.

Notes:

This information is station-independent.

The import of data into the database from a file (Import/Export Operations)

may take 5-15 seconds to complete.

ASCII files of the base data for the map overlays are located in the

/awips/hydroapps/whfs/local/data/geo directory.

HYDROBASE OPERATIONS 5 - 53



WHFS Operational User’s Guide and Training Manual, WHFS Rev. 5.2.2 March 2003

Vector Definitions Window - Use this selection to view and edit vector definition
information and data for rivers, streams, highways, and roads within the HSA.

Select the vector location . .
type and the vector to view List: | Highways

information (as shown

below). Vectorld HName Number of Points
Number of Points refers to RII35 ! =
the number of latitude and R1I35 RRA 529
longitude pairs used to define R1I40 HHi 202
the vector. R1T40 X¥x 381
R1I40 b1 1 71
R1I40 b1 1 60
RI1I40 HER 36
View and edit vector Import/Export Operations
information.

Import/Export File: f
Use EdltFlIe to edlt latitude F f ¢ . Irnport Flle Heview |rnport Log
and longitude pairs that ways.dat into Database
define the selected vector. sl !
Use Review Import Log to

Edit Fil Export Database
dit File . .
view dates of changes to the Info into File

data files.

Example Data File

Access this selection from the Root Window by Clicking on Setup, Vector Definitions.

Notes: This information is station-independent.
ASCII files of the base data for the map overlays are located in the
/awips/hydroapps/whfs/local/data/geo directory.
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(NWR) transmitter information.

NWR Transmitter Window - Use this selection to view and edit NOAA Weather Radio

NWR Transmitter Information
Call
Sign WFQ Transmitter City  Transmitter County,State Coverage Area

Select a specific transmitter,

then ed!t the appropriate KECS5 FWD CROWLEY , T FORT HORTH
field(s) in the work space KECS6 FHD DALLAS , T DALLAS
below. Use Clear to clear all KECS9 ICT WICHITA , ks HICHITA
data and information, use KIH2? TSA COMETA , K TULSA
Delete to delete the HERB  DDC Center City KINGHAN KS area just south of Austin 65 43 21 123 46 07 162.425 500 W30 33
. WHFAZ OUN PONCA CITY , PONCA CITY
transmitter from the data WHGZZ DDC TRIBUNE . TRIBUNE
base, and use Apply to effect HHG6  OLN HOODHARD , HOODIARD
e changes. HRJA9  SHV TERARKAHA ) TERARKAHA
the chang

HXJ50 TSA FORT CHAFFEE i FORT SHITH

Call Sign:  WWG46 | Active Programming WFO: |QUN — Coverage Area: = WOODWARD
Lat/lon: 136 22 37 | 99 28 30 Frequency(Mhz): : Power(Watts): | Product Code: NW7

City:  WOODWARD County/State i, OK, Pseudo County Number: 060

County Coverage Information

County coverage can be Counties covered by Transmitter: WWG46

modified by adding a county CLARK
from the Available Counties s [<== Add
list or deleting a highlighted CUSTER

county. DEWEY

ELLIS
HARPER

HAJOR

AhAARA LUB DBBBDBOBEBEBEBEBEBE KXRERXXXRRRRKRKRERZRR KR Cccccceccccceccccceceecee 00 00 00 00 00 00 123.456 9999 H29 9999

Prod. Cnty.
lat / Lon Freq. Power Code Num.

323213 97 24 46 0.000 0 HhWl 000
J2 55 19 96 45 01 0.000 0 HnW2 000
3724500 97 18 12 0.000 0 HW3 00D
J6 01068 953924 0.000 0 Hhwd 000

J6 45 32 97 09 3o 0.000 0 HH5 000
38 27 22 101 38 56 0.000 0 W6 000
36 22 37 99 28 30 0.000 0 HW7 000 T
3326 53 94 04 04 0.000 0 HWG 000 T
35 1738 94 18 25 0.000 0 HA9 000 T

Delete

Available Counties

CHAUTAUQUA KS
CLARK KS
COMANCHE KS
COMLEY KS
FORD KS
HARPER KS
HASKELL KS

Access this selection from the Root Window by Clicking on Setup, NWR Transmitter Towers.

Notes: This information is station-independent.

Transmitter information must be properly defined for RiverPro to create NWR
products. See Chapter 5 of the RiverPro Reference Manual for additional
information. (The RiverPro Reference Manual has been included as

Appendix A of this manual)
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Time Series Group Configuration Window - Use this selection to configure and edit
grouped time series displays.

File Edit Format Options

urrent time

stfocstonly

Access this selection from the Root Window by Clicking on Setup, Time Series Group
Configuration.

Notes: More information about the configuration and use of time series groups is
contained in Appendix C, WHFS Time Series Function. In addition,
information may be found on the WHFS Support web page. Specifically, see:
http:.//www.nws.noaa.gov/oh/hod_whfs/Build_5/ts_config_grp_defn.htm.
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